
DEUTZ OIL DQC 4 5W30 UHP 
Technical product information 

 
 
 
 
Description: 
DEUTZ OIL DQC4 5W30 UHP is an ultra-high-performance engine oil for naturally 
aspirated and turbocharged diesel engines without exhaust aftertreatment. The engine oil 
offers maximum thermal stability and very good wear protection under continuous full load. 
Good viscosity and temperature properties ensure excellent cold-start performance, rapid 
oil circulation throughout the engine and fuel savings. 

 
 
Application: 
Thanks to its DQC IV-18 approval, DEUTZ OIL DQC 5W30 UHP can be used in engines 
of DEUTZ AG and non-DEUTZ engines, according to the following recommendation, with 
the following characteristics: 
 
Engines without exhaust aftertreatment. 

• For naturally aspirated and turbocharged engines (including two-stage 
turbocharging). 

• With closed and open crankcase ventilation. 
• For fuels with higher sulfur content.  
• Particularly suitable for engines with the highest requirements for piston cleanliness 

(suitable for TTCD and steel piston engines). 
 
 

Benefits: 
• Strong dispersing effect against dirt.  
• Excellent protection against deposits in engines and turbochargers.  
• Excellent thermal stability at maximum engine load. 
• Optimized fuel consumption due to low viscosity.  
• Excellent cold-start performance and rapid lubrication of the entire engine at low 

temperatures. 
• Outstanding wear protection even under high loads. 
• Excellent protection against corrosion, even when diesel fuel with higher sulfur 

content is used. 
• Backward compatibility (DQC IV-18 can be used, for example, where DQC III-18 is 

specified). 
 
 
Approvals and specifications: 
DEUTZ DQC IV-18 | ACEA E7, E4 
 
 
 

 



 
 
 

 
 
Recommendations: 
DTFR 15B120 (formerly MB 228.5) ; DTFR 13D110 (MB 235.28) ; VOLVO VDS-3 ;  
FORD WSS-M2C212-A1 ; MACK EO-N; MAN M 3277 ; MTU DDC TYPE 3 ;  
RENAULT RXD/RLD-2 ; SCANIA LDF-3 ; VOITH-RETARDER "B" 

 

 
Chemical-physical properties Test method Value Unit  
Density at 15°C DIN 51757     0.859 g/ml 
SAE grade SAE J300  5W-30  
Kinematic viscosity at 40°C DIN 53000-1    72.1 mm²/s 
Kinematic viscosity at 100°C DIN 53000-1   12.0 mm²/s 
Viscosity index DIN ISO 2909 167  
HTHS viscosity at 150°C CEC L-36-90     3.5 mPa*s 
Pour point DIN ISO 3016   - 48 °C 
Sulphated ash ASTM D874     1.8 %m/m 
Base number (TBN) DIN 51639-1   15.4 mg KOH/g 
Product colour DIN 10964 none  

 
Technical data are average values and are subject to the usual production 
tolerances. 

 
 

Order information: 
 

 

 
 
 
Safety data sheet: 

https://www.deutz-sdb.com/en 
 
 
 

DEUTZ part number Container 
0101 7849 20 litres 

DEUTZ AG 
Ottostrasse 1  
51149 Cologne  
www.deutz.com  

https://www.deutz-sdb.com/en
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