
DEUTZ OIL Rodon 10W40 Low SAPS 
Technical product information 

 
 

 
Description: 
DEUTZ OIL Rodon 10W40 Low SAPS is a low-ash ultra-high-performance engine oil of 
the latest generation for high-performance engines, with exhaust aftertreatment systems 
and extended oil change intervals. Rodon 10W40 Low SAPS is recommended for use in 
current DEUTZ engine generations (including two-stage turbocharging and steel pistons). 
 
 
Application: 
Due to its DQC IV-18 LA approval, DEUTZ OIL Rodon 10W40 Low SAPS can be used in 
engines of DEUTZ AG and third-party engines, according to the recommendation below, 
with the following characteristics: 

• With exhaust aftertreatment. 
• With closed and open crankcase ventilation.  
• With and without turbocharger (including two-stage turbocharging).  
• Highest thermal load and high requirements for piston cleanliness (suitable for TTCD 

and steel piston engines).  
• Additionally suitable for all DEUTZ CNG, LPG, bifuel and gasoline engines. 

 
 
Benefits: 

• Protects exhaust aftertreatment systems thanks to the low content of sulphated ash, 
phosphorus and sulphur (Low SAPS). 

• Excellent thermal stability under maximum engine load.  
• Outstanding wear protection.  
• Optimal protection against deposits in engines and turbochargers. 
• Improved fuel consumption compared with SAE 15W-40 engine oils. 
• Excellent cold-start performance and rapid oil circulation throughout the engine at low 

temperatures. 
• Backward compatibility (DQC IV-18 LA can also be used where DQC III-18 LA or 

DQC III-18 is required, provided the sulphur content of the fuel is ≤ 50 mg/kg [ppm]).  
• Suitable for extended oil change intervals.  
• Excellent protection against bore polishing in the cylinders. 
 

 
Approvals and specifications: 
DEUTZ DQC IV-18 LA ; ACEA E11, E8, E7 ; API CI-4 ; JASO DH-2 

 

 

 

 



 

 

 

 
Recommendations: 
DTFR 15C110 (formerly MB 228.51) ; VOLVO VDS-3 ; Mack EO-N; MAN M 3271-3 ;  
MTU DDC TYPE 3.1 ; RENAULT RLD-2/RDX/RGD 

 
 

Chemical-physical properties Test method Value Unit 
Density at 15°C DIN 51757      0.865 g/ml 
SAE grade SAE J300 10W-40  
Kinematic viscosity at 40°C DIN 53000-1   101.4 mm²/s 
Kinematic viscosity at 100°C DIN 53000-1     14.9 mm²/s 
Viscosity index DIN ISO 2909  153  
HTHS viscosity at 150°C CEC L-36-90     4.1 mPa*s 
Pour point DIN ISO 3016   - 42 °C 
Sulphated ash DIN 51575     1.0 %m/m 
Base number (TBN) DIN 51639-1    10.2 mg KOH/g 
Product colour 
 

DIN 10964 none  

Technical data are average values and are subject to the usual production 
tolerances. 

 
Order information: 

 

DEUTZ part number Container 
0101 7976 20 litres 
0101 7977 209 litres 

 
Safety data sheet: 

https://www.deutz-sdb.com/en 
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