
DEUTZ PowerBlue 
Technical product information 

 
 
 

Description: 
DEUTZ PowerBlue is an optimized alternative to conventional AdBlue® / AUS 32 / DEF. 
The additivated DEUTZ PowerBlue, based on a urea solution according to ISO 22241 and 
DIN 70070, improves the atomization of the urea solution into the exhaust gas stream 
through special active agents. This reduces crystallization, thereby helping to reduce 
downtime. 
 
 
Application: 
PowerBlue and standard AdBlue® can also be mixed. 
 
 
Benefits: 

• Increases equipment availability and safeguards performance by avoiding unplanned 
downtimes. 

• Reduces maintenance and operating costs through lower fuel consumption and 
reduced crystallization. 

 
 
Standards: 
ISO 22241 | DIN 70070 
 
 
Shelf life: 

 
Storage temperature Maximum storage duration 
       below 25 °C       18 months 
       below 30 °C       12 months 
       below 35 °C         6 months 
       above 35 °C                     Not permitted 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
   

Chemical-physical properties  Value Unit 
Density at 20°C   1,09 kg/L 
pH value    8,5  
Crystallisation temperature    -11 °C 
Urea content   32,5 % 
Alkalinity as NH3 < 0,2 % 
Biuret < 0,3 % 
Insoluble matter < 20 mg/kg 
Aldehydes < 5,0 mg/kg 
Phosphates < 0,5 mg/kg 
Sodium < 0,5 mg/kg 
Potassium < 0,5 mg/kg 
Calcium < 0,5 mg/kg 
Magnesium < 0,5 mg/kg 
Iron < 0,5 mg/kg 
Aluminium < 0,5 mg/kg 
Chromium < 0,2 mg/kg 
Copper < 0,2 mg/kg 
Nickel < 0,2 mg/kg 
Zinc < 0,2 mg/kg 

 
Technical data are average values and are subject to the usual production tolerances. 

 
 

Order information: 
 

DEUTZ part number Container 
0101 6546 10 litres  
0101 6547 209 litres 
0101 6548 1000 litres 

 
Safety data sheets: 

https://www.deutz-sdb.com/en 
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