TITAN EM 301 DEUTZ EVO A

Technical product information
DEUTZ

Description:

TITAN EM 301 DEUTZ EVO is a run-in engine oil which, thanks to its special additive
technology, accelerates the running-in process and provides outstanding corrosion
protection. Due to these properties it is mainly used during factory test runs or for the
storage of engines.

TITAN EM 301 DEUTZ EVO must not be mixed with other engine oils during the running-
in process.

Application:

TITAN EM 301 DEUTZ EVO is used as a high-performance run-in and corrosion
protection oil, for diesel engines.

The oil TITAN EM 301 DEUTZ EVO can also be used for preservation during prolonged
storage.

Caution:

After the engine run-in, or preservation phase, the oil must be replaced with a suitable
engine oil before the engine is put into service.

Benefits:

* Ensures optimum running-in, enabling the engine to achieve full performance after a
short operating period.

* Engines that have been run in with EM 301 DEUTZ EVO show reduced oil consumption
over their entire service life.

* Cylinder liners and bearing shells exhibit excellent running patterns after the run-in
phase.

Specification:

DEUTZ LV 0161 0264
DEUTZ TR 0199-99-01170 (Engine preservation)



Chemical-physical properties Test method Value Unit
Density at 15°C DIN EN 12185 0.878 | g/ml

SAE grade SAE J300 30

Kinematic viscosity at 40°C DIN 53000-1 97.2 mm?/s
Kinematic viscosity at 100°C DIN 53000-1 11.9 mm?/s
Viscosity index DIN ISO 2909 113

Pour point DIN ISO 3016 -39 °C
Sulphated ash DIN 51575 1.2 Y%om/m
Base number (TBN) DIN 51639-1 8.2 mg KOH/g

Technical data are average values and are subject to the usual production
tolerances.

Order information:

DEUTZ part number| Container

01016611 205 litres

01016609 Tank truck
Safty data sheet:

https://www.deutz-sdb.com/en

DEUTZ AG
Ottostrasse 1 A
51149 Cologne
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